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1 TEST CERTIFICATION 

Product: 

SWITCHING POWER SUPPLY  
(For models GPSU12x-y, GPSU12x-y-USB);  
AC/DC SWITCHING ADAPTOR  
(For models SGA12xyzzzz, SGA12xyzzzz-USB) 

Model: GPSU12x-y, GPSU12x-y-USB (x = U, E, UI, EI, SAI, BSI, KRI, ARI; y = 1 to 8 or 
1-1) and  
SGA12xyzzzz, SGA12xyzzzz-USB (x = U, E, I; y = 05, 07, 09, 12, 15, 18, 24, 28 or 
48; z=0 to 9, A to Z, hyphen or blank) 

Applicant: Eljintek, Inc. 
6F-1, No.286-3, Shin Ya Road, Chien Chen Dist., Kaohsiung 806 Taiwan 

Manufacturer: Eljintek, Inc. 
6F-1, No.286-3, Shin Ya Road, Chien Chen Dist., Kaohsiung 806 Taiwan 

Tested: November 24, 2015 ~ December 15, 2015 

Applicable 
Standards: 

EN 55022: 2010+AC: 2011, Class B 
EN 61000-3-2: 2014 
EN 61000-3-3: 2013 
EN 55024: 2010 
IEC 61000-4-2: 2008; IEC 61000-4-3: 2010; 
IEC 61000-4-4: 2012; IEC 61000-4-5: 2014; 
IEC 61000-4-6: 2013; IEC 61000-4-8: 2009; 
IEC 61000-4-11: 2004 

 

Deviation from Applicable Standard 

None 

 
This device has been tested and found to comply with the stated standard(s), which is(are) 
required by the Council Directive of 2004/108/EC* and 2014/30/EU. The test results are 
indicated in the test report and are applicable only to the tested sample identified in the 
report. 
Note: The above EN basic standards are applied with latest version if customer has no special 
requirement. *: Directive 2004/108/EC is repealed with effect from 20 April 2016. 

 

 

Approved by:  Reviewed by:  
 

 

 

 

Jeter Wu 
Assistant Manager 

 Eric Huang 
Assistant Section Manager 


