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Specifications PQ1220T10 L 128 ]

Nominal Voltage 12v
Rated Capacity 20Ah
Length 18142 13.0
Dimensions Width 7715 e
(mm) Height 165+2 e
Total Height 16542 :gg
Approx. Weight (kg) 5.6 § i-gg 30 26 | 10 | losc gg
; 9S4 :
Terminal T10 1 23 5 10 2030 60 2 3 5 10 2024
| ol -
PRy J min T h 1
Characteristics Discharge Time
20HR (1.010A) 20.2Ah
Charge Characteristic curve
10HR (1.930A) 19.3Ah Crege Crage e e owee
olue. Curent Valtage olage  Curren
Capacity 25°C 5HR (3.450A) 17.2Ah 00 ool oeyce gitot it
120 0.40 2.65 2.50 70.19
1HR (13.00A) 13.0Ah ool 0351 250 Charge Voltage Charge Volume_ 235 1017
15 min rate (38.50A) 9.62Ah 0.30 0.15
80 2.35 2.20
Fully charged battery Approx. 02 1505 101
Impedance 60 1 0.20] 0.11
250C 12mQ 40} 0.15 2.05 41.90 40.09
400(: 104% 2 0.10r 1.90 <1.75 10.07
Temperature dependence of N - 0.05) Charge Current 0.05
capacit 25¢ 100% 00 0 2 4 6 8 1012 14 16 18 20 22 24 0
pacity 0°C 33% Charge Time(h)
(20HR) T . .
-15°C 60% Cycle service life in relation to depth of discharge
Self-discharge 3 months 90% 120
(20°C) 6 months 80% K100
(remaining capacity) 12 months 60% E 80 \“ \
(¢}
i 0 60
Max. discharge current (25°C) 300A (5s) % . DOD100% | DODS0% DOD30%
Service life acc. to EUROBAT (25°C) 5 years R
20
cvel 2.45~2.50V(-4mV/°C) .
cle
Constant voltage charge (25°C) Y max. current: 0.36 A 200 400 600 800 1000 1200
Float | 2.252.30V(-3mV/°C) Number of cycles

Constant Current Discharge Characteristics (A), (25°C)

1.60V/cell 78.90 51.70 38.50 20.50 13.00 7.324 5.230 3.528 2.336 2.000 1.070
1.67V/cell 75.25 49.80 37.40 20.20 12.85 7.266 5.164 3.502 2.315 1.975 1.051
1.70V/cell 71.60 47.90 36.30 19.90 12.71 7.210 5.100 3.476 2.300 1.950 1.032
1.75V/cell 64.30 44.90 34.30 19.30 12.55 7.150 5.050 3.450 2.280 1.930 1.010
1.80V/cell 57.70 42.00 32.30 18.70 12.37 7.090 4.990 3.410 2.250 1.900 0.970

Constant Wattage Discharge Characteristics (W), (25°C)

1.60V/cell 142.7 94.35 71.40 39.12 25.78 14.53 10.43 7.038 4.660 3.993 2.140
1.67V/cell 137.3 91.72 70.00 38.72 25.54 14.44 10.30 6.989 4.620 3.947 2.104
1.70V/cell 1818 89.01 68.56 38.31 25.31 14.36 10.18 6.940 4.592 3.900 2.067
1.75V/cell 120.0 84.94 65.38 37.47 25.02 14.25 10.09 6.894 4.556 3.863 2.028
1.80V/cell 108.7 80.15 62.14 36.62 24.68 14.14 9.980 6.820 4.500 3.803 1.948
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