eneloop pro-

eneloop pro is the perfect choice for powering high current consuming
devices such as photo flash lights, wireless keyboard & mouse, game
controllers, radio controlled cars and a range of household devices. All
of the appliances can realize extended performance

when powered by eneloop pro batteries.
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Item code Size th:::nc;i’ry Global Code CSU EAN Ba’r(’r:esiijes/ Cisl_i/n
52333160 AA 2500 mAh BK-3HCDE/2BE 5410853064145 2 20
52333199 AA 2500 mAh BK-3HCDE/4BE 5410853064152 4 20
52333180 AA 2500 mAh BK-3HCDEC4BE 5410853065036 4 + case 10
52363160 AAA 930 mAh BK-4HCDE/2BE 5410853064237 2 20
52363199 AAA 930 mAh BK-4HCDE/4BE 5410853064244 4 20
52363180 AAA 930 mAh BK-4HCDEC4BE 5410853065050 4 + case 10

@ Panasonic internal IEC 61951-2(7.3.2) testing — varies according to conditions of use.
@ panasonic internal IEC 61951-2 2011(7.5.1.3) testing; 150 times according to Panasonic internal IEC 61951-2 2017(7.5.1.4) testing.
©) Battery tested at 20°C ambient temperature self-discharge condition 0.2lt (E.V.=1.0V)
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