
 

 

                       PQ1202S2T1 (12V 2.2Ah) 

 
 

 

 

 

 

 

24
-1

0-
20

24

½
 

Specifications PQ1202S2T1 
Nominal Voltage 12V 
Rated Capacity 2.2Ah 

Dimensions 

(mm) 

Length 178  
Width 34.5 
Height 61.5 
Total Height 67 

Approx. Weight (kg) 0.85 
Terminal T1-A 

Characteristics 

Capacity 250C 

20HR (0.111A) 2.22Ah 
10HR (0.212A) 2.12Ah 
5HR (0.380A) 1.90Ah 
1HR (1.430A) 1.43Ah 
15 min rate (4.235A) 1.05Ah 

Impedance 
Fully charged battery 
250C 

Approx. 
56mΩ 

Temperature dependence of 
capacity 
(20HR) 

400C 107% 
250C 100% 
00C 76% 
-150C 56% 

Self-discharge 
(200C) 
(remaining capacity) 

3 months 90% 
6 months 80% 
12 months 60% 

Max. discharge current (250C) 34.5A (5s) 
Service life acc. to EUROBAT (250C) 3-5 years 

Constant voltage charge (250C) 
Cycle 

14.7~15.0V(-24mV/0C) 
max. current: 0.3CA 

Float 
13.5~13.8V(-18mV/0C) 
max. current: 0.2CA 

  Constant Current Discharge Characteristics (A), (250C) 
F.V/TIME 5min 10min 15min 30min 60min 2H 3H 5H 8H 10H 20H 

1.60V/cell 8.679  5.687  4.235  2.255  1.430  0.806  0.575  0.388  0.257  0.220  0.118  

1.70V/cell 7.876  5.269  3.993  2.189  1.398  0.793  0.561  0.382  0.253  0.215  0.114  

1.75V/cell 7.073  4.939  3.773  2.123  1.381  0.787  0.556  0.380  0.251  0.212  0.111  

1.80V/cell 6.347  4.620  3.553  2.057  1.361  0.780  0.549  0.375  0.248  0.209  0.107  

 

  Constant Wattage Discharge Characteristics (W/cell) (250C) 
F.V/TIME 5min 10min 15min 30min 60min 2H 3H 5H 8H 10H 20H 

1.60V/cell 15.69  10.38  7.799  4.303  2.836  1.598  1.147  0.774  0.513  0.439  0.235  

1.70V/cell 14.50  9.792  7.487  4.214  2.785  1.580  1.120  0.763  0.505  0.429  0.227  

1.75V/cell 13.20  9.343  7.137  4.122  2.752  1.568  1.110  0.758  0.501  0.425  0.223  

1.80V/cell 11.95  8.817  6.780  4.028  2.715  1.556  1.098  0.750  0.495  0.418  0.214  

Unit: mm 
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