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Specifications PQ12200XT13

Unit: mm
Nominal Voltage 12v . .
Rated C n 200Ah Discharge characteristics (25°C)
ated Capacity
Length 522 Se.50 = 13.0
Dimensions Width 238 gg-gg .
6.
. =575
(mm) Height 218 Soe
Total Height 221 g’g-gg
Approx. Weight (kg) 55.5 kg E 4.75
Terminal 113 S
grmina 1235 10 2030 60 23 5 10 2024
I min T h 1
Characteristics Discharge Time
20 720 Zh Charge characteristic curve
10HR (20.20A) 202.0Ah Charge Charge Charge Charge Charge
Vol:me Current zo\clacgz \éullige (;urr:an(
Capacity 25°C 5HR (34.58A) 172.9Ah Rl e Ry
120 0.401 2.65 2.50 70.19
1HR (126.6A) 126.6Ah 100l 0-35F 2,500 Charge Voltage Charge Volume 235 1017
15 min rate (350A) 87.5Ah ao b &% 236 220 1915
0.25] 0.13
Fully charged battery Approx. 60 2.20f 2.05
Impedance 0.20 0.11
25°C 3.5mQ 401 0.15F 2.08f 1.90 40.09
400(: 102% 20 0.10F 1.90F 1.75 10.07
Temperature dependence of N - 0.05 Charge Current 0.05
it 25°€C 100% 0 0 0 2 4 6 8 1012 14 16 18 20 22 24 0
Capacity 0°C 85% Charge Time(h)
(20HR) L
-15°C 65% Float service life vs temperature
Self-discharge 3 months 90%
(250(:) 6 months 80% Charging voltage:2.25-2.30V/cell
° » 15
(remaining capacity) 12 months 60% o 15
>
Max. discharge current (25°C) 1300A (5s) 36
Service life acc. to EUROBAT (20°C) 6-9 years %
o 14.4~14.7V(-24mV/°C) 23
cle
Constant voltage charge (25°C) Y max. current: 60A
Fl 13.6~13.8V(-18mV/°C ° S orating o 3 ange(C) %
oat : -8V(-18m ) Operating Temperature Range(C)

Constant Current Discharge Characteristics (A), (25°C)

1.60V/cell 670,0 430,0 350,0 225,0 130,0 77,70 53,76 36,06 24,84 21,00 11,52
1.70V/cell 590,0 390,0 335,0 219,0 128,2 76,70 53,10 35,64 24,44 20,60 11,12
1.75V/cell 530,0 360,0 317,0 213,0 126,6 75,70 52,50 35,10 24,20 20,40 10,92
1.80V/cell 460,0 326,0 297,0 204,8 124,0 74,66 51,50 34,58 23,84 20,20 10,72

Constant Wattage Discharge Characteristics (W), (25°C)

1.60V/cell 1155,8 766,8 635,8 420,0 249,2 151,5 106,6 71,70 49,43 41,83 23,02

1.70V/cell 1042,3 708,5 617,0 412,5 246,8 150,2 105,6 71,04 48,76 41,13 22,24

1.75V/cell 949,6 663,0 589,1 404,7 244,8 148,9 104,7 70,14 48,40 40,80 21,84

1.80V/cell 835,7 608,5 556,9 392,5 240,8 148,1 102,9 69,16 47,68 40,40 21,44
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